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Five Sizes and  
Five Standard Output Packages
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Solid State (LED)Lighting the Wall Small Ensconce with Integral Driver Style S403

elliptipar
For complete photometrics, see www.thelightingquotient.com
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B

A

D
C

Specifications
Crisp geometric sconce enclosures compliment any
space or design your own housing
Forward throw optics with horizontal shielding of 
lens brightness
Compact yet powerful – 2900 lumens @ 32W 
input
Natatorium / Damp or MRI options available

Extruded aluminum heat sink / housing

Integral electronic LED driver
Enclosure provides horizontal shielding of 
lens brightness, choice of 3 styles or custom
Clear tempered prismatic glass lens

Formed aluminum yoke/mounting plate
(creates reveal at wall)

Stampled aluminum end plates
Stainless steel hex bolt and spring washers
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Performance

Features

Precisely extruded 
acrylic lens produces an 
asymmetric distribution 
ideal for illuminating 
surfaces evenly

To form a catalog number
To Order

Certain products illustrated may be covered by applicable patents and patents pending.
For a list of patents, see Contents pages. These specifications supersede all prior
publications and are subject to change without notice. © 2010 The Lighting Quotient.
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S403 = Small Ensconce with integral driver and enclosure of choice
1

---

Style

-- - - -
Project:

Style S403

The Lighting Quotient
114 Boston Post Road, West Haven, Connecticut 06516, USA
Voice 203.931.4455  Fax 203.931.4464  www.elliptipar.comelliptipar

Recessed junciotn box (by others)

Aluminum door frame

PRELIMINARY

Length / Light Output / Power

Based on 3500K, 80+CRI

2
Order
Code Length Lumens Input

Watts
Number
of LEDs

Drive
Current

L028 8.5" 861 8W 28 175mA
M028 8.5" 1666 16W 28      350mA
L056 14.5" 1768 16W 56 175mA
M056 14.5" 3420 33W 56 350mA

Electronic Driver
M = 120-277V
K = 347V (remote driver only)

5 Voltage S403 Small Ensconce, 15" long, 350mA driver, finish semi-gloss white, 
120-277V electronic dimming driver dims to 1% on 0-10V controls by 
others, CSA certified for U.S.,  3500K, 90+CRI.

Integral or Remote Driver Options
00 = Non-dimming
TD = ERP tri-dim forward phase, reverse phase or 0-10V dimming
        100-10% power on forward/reverse phase, 100%-1% on 0-10V,
        compatible controls by others.

Remote Driver Options
ZX = 0-10V analog dimming 120-277V input, dimming range
        100%-1%, 0-10V controls by others
EL = eldoLED SOLOdrive 0-10V analog dimming, dimming range
        100%-0.1% power, 0-10V controls by others
ED = eldoLED SOLOdrive DALI dimming, dimming range
        100%-0.1% power, DALI controls by others
L2 = Lutron Tu-Wire 120V input, dimming range 100%-1%,
        compatible controls by others

Example
S403-M056-C-00-M-0S-0-935-TD

00 =  No options

0 = CSA certified for U.S.
J = CSA certified for Canada

827 = 2700K, 80+ CRI
830 = 3000K, 80+ CRI
835 = 3500K, 80+ CRI
840 = 4000K, 80+ CRI

Color Temperature

Dimming9

8

Standard7

Option6

927 = 2700K, 90+ CRI
930 = 3000K, 90+ CRI
935 = 3500K, 90+ CRI
940 = 4000K, 90+ CRI

Serviceable light engineK
J Extruded asymmetric optic

Silicone door gasket (0P option)I

0S =  Sawthooth edge backsplash shield

Optical Assembly  1:4 Scale

Type:

4 Finish
00 = Clear anodized heat sink/housing, black yoke/mounting plate 
06 =  Dark bronze
07 = Silver
08 = Semi-gloss black
17 = Champagne
18 = Copper
99 = Custom RAL or computer matched color to be specified, 
        consult factory

0M =  For use in MRI suite (remote driver only)
AMR02050 = Accessory Magnetic Resonance imaging 
filter.
                       2 conductor up to 5 
amps, atenuation > 100dB 
                       (5MHz to 10GHz). 
Note: one filter required per remote driver – consult factory for 
number of drivers required per luminaire.

AXC0810 = Accessory extension cord, black jacket 
18AWG,
                    10 ' long with plug and 
socket quick connectors at 
                     each end.
AXC0899 = Accessory plug and socket quick 
connectors for
                    use with #18/2 AWG solid 
or topcoat wire by others 
                    to extend remote driver 
distance.

Accessories

3 Enclosure Style
C = Curved scoop J = Tapered front

     with round edges

Additional designs or custom designs available, consult factory

Enclosures  1:8 Scale

Style "C"

Style "J"

Style "D"

D = Wedge

"J" Style (16")

"D" Style (8")"C" Style (8")

"D" Style (16")

4 3/16"
 [106mm]

5"
 [127mm]

Wall Plate 10" (258mm) or 16-15/16" (431mm)

3/4"
[19mm]

7" (178mm) or 12" (305mm)
Mounting Centers

10” [254mm]
A
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Mounting Plate  1:8 Scale

E

1 1/4"
 [32mm]

3-1/2" (76mm)
or 

6 [152mm]

M

E

B

J

K

H

I

L90(10k) > 60,000 hrs. @ 25°C per TM-21

4-3/16"

5"

3/4"
10" 

8-9/16"

15-13/16"

Shroud 11-5/8" (295mm) or 18-1/2" (470mm)

3/4"

7-1/8"

33W

16W
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S403  S404  
remote remote

Call Us: 1-800-847-6067

• S403 - Small Ensconce® in 
12” & 18” lengths

• S404 - Large Ensconce® in 
14”, 19” & 26” lengths

• Next generation refractive 
lens technology optimized for 
illuminating surfaces uniformly

• Fully adjustable and 
lockable aiming

• Horizontal shielding of lens 
brightness

• Variety of enclosure styles – 
“Crescent,” Scoop,” “Wedge,” 
“Envelope” or design your 
own

• High efficacy – up to 113 
lumens per watt –performance 
includes enclosure

• Choice of 2700,  3000, 3500, 
4000K in 70+, 80+ or 90+CRI, 
Other CCT and CRI options  
available

• Delivered lumens – up to 
18,000 lumens @160W (based 
on 4000K/ 70+CRI)

• Excellent lumen 
maintenance maintains over 
90% light output beyond 
60,000 hours per TM-21

• Universal voltage 120-277V 
or 347V drivers

• Several dimming options  
(0-10V, ELV, DALI...)

Fixture /
Length

S403 S404
 12" 18"  14"  19"  26"

*Delivered 
Lumens 1666 3420 5616 11232 16848

Power 16W 33W 54W 107W 161W
*Efficacy 

lm/W 101 104 105 105 105

Solid State (LED)Lighting the Wall Small Ensconce with Integral Driver Style S403

elliptipar
For complete photometrics, see www.thelightingquotient.com

Base Unit  1:8 Scale

B
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D
C

Specifications
Crisp geometric sconce enclosures compliment any
space or design your own housing
Forward throw optics with horizontal shielding of 
lens brightness
Compact yet powerful – 2900 lumens @ 32W 
input
Natatorium / Damp or MRI options available

Extruded aluminum heat sink / housing

Integral electronic LED driver
Enclosure provides horizontal shielding of 
lens brightness, choice of 3 styles or custom
Clear tempered prismatic glass lens

Formed aluminum yoke/mounting plate
(creates reveal at wall)

Stampled aluminum end plates
Stainless steel hex bolt and spring washers
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Performance

Features

Precisely extruded 
acrylic lens produces an 
asymmetric distribution 
ideal for illuminating 
surfaces evenly

To form a catalog number
To Order

Certain products illustrated may be covered by applicable patents and patents pending.
For a list of patents, see Contents pages. These specifications supersede all prior
publications and are subject to change without notice. © 2010 The Lighting Quotient.
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S403

S403 = Small Ensconce with integral driver and enclosure of choice
1

---

Style

-- - - -
Project:

Style S403

The Lighting Quotient
114 Boston Post Road, West Haven, Connecticut 06516, USA
Voice 203.931.4455  Fax 203.931.4464  www.elliptipar.comelliptipar

Recessed junciotn box (by others)

Aluminum door frame

PRELIMINARY

Length / Light Output / Power

Based on 3500K, 80+CRI

2
Order
Code Length Lumens Input

Watts
Number
of LEDs

Drive
Current

L028 8.5" 861 8W 28 175mA
M028 8.5" 1666 16W 28      350mA
L056 14.5" 1768 16W 56 175mA
M056 14.5" 3420 33W 56 350mA

Electronic Driver
M = 120-277V
K = 347V (remote driver only)

5 Voltage S403 Small Ensconce, 15" long, 350mA driver, finish semi-gloss white, 
120-277V electronic dimming driver dims to 1% on 0-10V controls by 
others, CSA certified for U.S.,  3500K, 90+CRI.

Integral or Remote Driver Options
00 = Non-dimming
TD = ERP tri-dim forward phase, reverse phase or 0-10V dimming
        100-10% power on forward/reverse phase, 100%-1% on 0-10V,
        compatible controls by others.

Remote Driver Options
ZX = 0-10V analog dimming 120-277V input, dimming range
        100%-1%, 0-10V controls by others
EL = eldoLED SOLOdrive 0-10V analog dimming, dimming range
        100%-0.1% power, 0-10V controls by others
ED = eldoLED SOLOdrive DALI dimming, dimming range
        100%-0.1% power, DALI controls by others
L2 = Lutron Tu-Wire 120V input, dimming range 100%-1%,
        compatible controls by others

Example
S403-M056-C-00-M-0S-0-935-TD

00 =  No options

0 = CSA certified for U.S.
J = CSA certified for Canada

827 = 2700K, 80+ CRI
830 = 3000K, 80+ CRI
835 = 3500K, 80+ CRI
840 = 4000K, 80+ CRI

Color Temperature

Dimming9

8

Standard7

Option6

927 = 2700K, 90+ CRI
930 = 3000K, 90+ CRI
935 = 3500K, 90+ CRI
940 = 4000K, 90+ CRI

Serviceable light engineK
J Extruded asymmetric optic

Silicone door gasket (0P option)I

0S =  Sawthooth edge backsplash shield

Optical Assembly  1:4 Scale

Type:

4 Finish
00 = Clear anodized heat sink/housing, black yoke/mounting plate 
06 =  Dark bronze
07 = Silver
08 = Semi-gloss black
17 = Champagne
18 = Copper
99 = Custom RAL or computer matched color to be specified, 
        consult factory

0M =  For use in MRI suite (remote driver only)
AMR02050 = Accessory Magnetic Resonance imaging 
filter.
                       2 conductor up to 5 
amps, atenuation > 100dB 
                       (5MHz to 10GHz). 
Note: one filter required per remote driver – consult factory for 
number of drivers required per luminaire.

AXC0810 = Accessory extension cord, black jacket 
18AWG,
                    10 ' long with plug and 
socket quick connectors at 
                     each end.
AXC0899 = Accessory plug and socket quick 
connectors for
                    use with #18/2 AWG solid 
or topcoat wire by others 
                    to extend remote driver 
distance.

Accessories

3 Enclosure Style
C = Curved scoop J = Tapered front

     with round edges

Additional designs or custom designs available, consult factory

Enclosures  1:8 Scale

Style "C"

Style "J"

Style "D"

D = Wedge

"J" Style (16")

"D" Style (8")"C" Style (8")

"D" Style (16")

4 3/16"
 [106mm]

5"
 [127mm]

Wall Plate 10" (258mm) or 16-15/16" (431mm)

3/4"
[19mm]

7" (178mm) or 12" (305mm)
Mounting Centers

10” [254mm]
A
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H

Mounting Plate  1:8 Scale

E
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or 
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L90(10k) > 60,000 hrs. @ 25°C per TM-21
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15-13/16"

Shroud 11-5/8" (295mm) or 18-1/2" (470mm)
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S403 S404

Solid State (LED)Lighting the Wall Large Ensconce with Integral Driver Style S404

elliptipar
For complete photometrics, see www.thelightingquotient.com

Base Unit  1:8 Scale

B
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D
C

Specifications

Optic Assembly:
Two-piece extruded aluminum heat sink housing 
and light engine. Exterior heat sink anodized for 
maximum emissivity. Precision extruded polymer 
refractive lens with optimized asymmetric 
distribution. Light engine may be removed for 
service or upgrade. Clear Tempered microprismatic 
glass lens. Stainless steel hardware .

Finish:
Extruded aluminum heat sink/housing, aluminum  
reveal plates and end plates finished white, black 
or cutsom color.
Painted surfaces – 6 stage pretreatment and 
electrostatically
applied thermoset polyester powder coating for a 
durable
abrasion, fade and corrosion resistant finish.
All hardware – stainless steel or nickel plated 
brass.

Mounting:
Formed aluminum yoke, mounting plate, canopy 
and knobs, aluminum mounting plate and canopy.
Cantile ver or pendant supplied with recessed outlet box.  
Adjustable interface plate concealed under canopy) allows for 
leveling of arm/stem.

Crisp geometric sconce enclosures compliment any
space or design your own housing
Forward throw optics with horizontal shielding of 
lens brightness
Compact yet powerful – 2900 lumens @ 32W 
input
Natatorium / Damp or MRI options available

Extruded aluminum heat sink / housing

Integral electronic LED driver(s)
Enclosure provides horizontal shielding of 
lens brightness, choice of 3 styles or custom
Clear tempered prismatic glass lens

Formed aluminum yoke/mounting plate
(creates reveal at wall)

Stampled aluminum end plates
Stainless steel hex bolt and spring washers
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Performance

Features

Precisely extruded 
acrylic lens produces an 
asymmetric distribution 
ideal for illuminating 
surfaces evenly

To form a catalog number
To Order

Certain products illustrated may be covered by applicable patents and patents pending.
For a list of patents, see Contents pages. These specifications supersede all prior
publications and are subject to change without notice. © 2010 The Lighting Quotient.
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S404

S403 = Small Ensconce with integral driver and enclosure of choice
1

---

Style

-- - - -
Project:

Style S404

The Lighting Quotient
114 Boston Post Road, West Haven, Connecticut 06516, USA
Voice 203.931.4455  Fax 203.931.4464  www.elliptipar.comelliptipar

Recessed junciotn box (by others)

Electrical:
Integral electronic HPF thermally protected Class II 
driver mounted.  For complete driver specifications, 
see website,
reference document MA-1303 . Optional electronic 
dimming
driver; compatible dimming controls (by others). 
See website
for dimming compatibility and specifications.

Standard:
UL listed or CSA certified for dry locations or 
specify "0P" option for natatorium / damp use. 
5 year warranty, maximum ambient temperature 
45°C (113°F).

Aluminum door frame

PRELIMINARY PRELIMINARY

Length / Light Output / Power

Based on 3500K, 80+CRI

2
Order
Code Length Lumens Input

Watts
Number
of LEDs

Drive
Current

L112 14" 2904 27W 112 150mA
M112 14" 5616 54W 112 300mA
L224 18" 5808 54W 224
M224 18" 11232 107W 224

Electronic Driver
M = 120-277V
K = 347V (remote driver only)

5 Voltage
S404 Large Ensconce, 18" long, 300mA driver, finish semi-gloss 
white, 120-277V electronic dimming driver dims to 1% on 0-10V 
controls by others, CSA certified for U.S.,  3000K, 80+CRI.

Integral or Remote Driver Options
00 = Non-dimming
TD = ERP tri-dim forward phase, reverse phase or 0-10V dimming
        100-10% power on forward/reverse phase, 100%-1% on 0-10V,
        compatible controls by others.
ZX = 0-10V analog dimming 120-277V input, dimming range
        100%-1%, 0-10V controls by others
EL = eldoLED SOLOdrive 0-10V analog dimming, dimming range
        100%-0.1% power, 0-10V controls by others
ED = eldoLED SOLOdrive DALI dimming, dimming range
        100%-0.1% power, DALI controls by others
L2 = Lutron Tu-Wire 120V input, dimming range 100%-1%,
        compatible controls by others

Example
S404-M224-J-02-M-00-0-830-ZX

00 =  No options

0 = CSA certified for U.S.
J = CSA certified for Canada

827 = 2700K, 80+ CRI
830 = 3000K, 80+ CRI
835 = 3500K, 80+ CRI
840 = 4000K, 80+ CRI
740 = 4000K 70+ CRI

Color Temperature

Dimming9

8

Standard7

Option6

927 = 2700K, 90+ CRI
930 = 3000K, 90+ CRI
935 = 3500K, 90+ CRI
940 = 4000K, 90+ CRI

Serviceable light engineK
J Extruded asymmetric optic

Silicone door gasket (0P option)I

0S =  Sawthooth edge backsplash shield

Optical Assembly  1:8 Scale

Type:

4 Finish
02 = Semi-gloss white
06 = Dark bronze
07 = Silver
08 = Semi-gloss black
17 = Champagne
18 = Copper
99 = Custom RAL or computer matched color to be specified, 
        consult factory

0M =  For use in MRI suite (remote driver only)
AMR02050 = Accessory Magnetic Resonance imaging 
filter.
                       2 conductor up to 5 
amps, atenuation > 100dB 
                       (5MHz to 10GHz). 
Note: one filter required per remote driver – consult factory for 
number of drivers required per luminaire.

Accessories

3 Enclosure Style
C = Curved scoop J = Tapered front

     with round edges

Additional designs or custom designs available, consult factory

Enclosures  1:16 Scale

Style "C"

Style "J"

Style "D"

D = Wedge

Mounting Plate  1:8 Scale

L90(10k) > 60,000 hrs. @ 25°C per TM-21
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8 9/16"
 [217mm]

6 3/4"
[172mm]

8" (203mm)
12" (305mm)
20" (508mm)

3"
 [76mm]

6-1/4"
 [159mm]

13-11/16" (347mm)
17-15/16" (455mm)

26-1/2" (673mm)

G

H

I

H

L336 27" 8713 80W 336
M336 27" 16848 161W 336

150mA
300mA
150mA
300mA

54W
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16-5/8" [423mm]

Solid State (LED)Lighting the Wall Large Ensconce with Integral Driver Style S404

elliptipar
For complete photometrics, see www.thelightingquotient.com

Base Unit  1:8 Scale

B

A

D
C

Specifications

Optic Assembly:
Two-piece extruded aluminum heat sink housing 
and light engine. Exterior heat sink anodized for 
maximum emissivity. Precision extruded polymer 
refractive lens with optimized asymmetric 
distribution. Light engine may be removed for 
service or upgrade. Clear Tempered microprismatic 
glass lens. Stainless steel hardware .

Finish:
Extruded aluminum heat sink/housing, aluminum  
reveal plates and end plates finished white, black 
or cutsom color.
Painted surfaces – 6 stage pretreatment and 
electrostatically
applied thermoset polyester powder coating for a 
durable
abrasion, fade and corrosion resistant finish.
All hardware – stainless steel or nickel plated 
brass.

Mounting:
Formed aluminum yoke, mounting plate, canopy 
and knobs, aluminum mounting plate and canopy.
Cantile ver or pendant supplied with recessed outlet box.  
Adjustable interface plate concealed under canopy) allows for 
leveling of arm/stem.

Crisp geometric sconce enclosures compliment any
space or design your own housing
Forward throw optics with horizontal shielding of 
lens brightness
Compact yet powerful – 2900 lumens @ 32W 
input
Natatorium / Damp or MRI options available

Extruded aluminum heat sink / housing

Integral electronic LED driver(s)
Enclosure provides horizontal shielding of 
lens brightness, choice of 3 styles or custom
Clear tempered prismatic glass lens

Formed aluminum yoke/mounting plate
(creates reveal at wall)

Stampled aluminum end plates
Stainless steel hex bolt and spring washers
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Performance

Features

Precisely extruded 
acrylic lens produces an 
asymmetric distribution 
ideal for illuminating 
surfaces evenly

To form a catalog number
To Order

Certain products illustrated may be covered by applicable patents and patents pending.
For a list of patents, see Contents pages. These specifications supersede all prior
publications and are subject to change without notice. © 2010 The Lighting Quotient.
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S404

S403 = Small Ensconce with integral driver and enclosure of choice
1

---

Style

-- - - -
Project:

Style S404

The Lighting Quotient
114 Boston Post Road, West Haven, Connecticut 06516, USA
Voice 203.931.4455  Fax 203.931.4464  www.elliptipar.comelliptipar

Recessed junciotn box (by others)

Electrical:
Integral electronic HPF thermally protected Class II 
driver mounted.  For complete driver specifications, 
see website,
reference document MA-1303 . Optional electronic 
dimming
driver; compatible dimming controls (by others). 
See website
for dimming compatibility and specifications.

Standard:
UL listed or CSA certified for dry locations or 
specify "0P" option for natatorium / damp use. 
5 year warranty, maximum ambient temperature 
45°C (113°F).

Aluminum door frame

PRELIMINARY PRELIMINARY

Length / Light Output / Power

Based on 3500K, 80+CRI

2
Order
Code Length Lumens Input

Watts
Number
of LEDs

Drive
Current

L112 14" 2904 27W 112 150mA
M112 14" 5616 54W 112 300mA
L224 18" 5808 54W 224
M224 18" 11232 107W 224

Electronic Driver
M = 120-277V
K = 347V (remote driver only)

5 Voltage
S404 Large Ensconce, 18" long, 300mA driver, finish semi-gloss 
white, 120-277V electronic dimming driver dims to 1% on 0-10V 
controls by others, CSA certified for U.S.,  3000K, 80+CRI.

Integral or Remote Driver Options
00 = Non-dimming
TD = ERP tri-dim forward phase, reverse phase or 0-10V dimming
        100-10% power on forward/reverse phase, 100%-1% on 0-10V,
        compatible controls by others.
ZX = 0-10V analog dimming 120-277V input, dimming range
        100%-1%, 0-10V controls by others
EL = eldoLED SOLOdrive 0-10V analog dimming, dimming range
        100%-0.1% power, 0-10V controls by others
ED = eldoLED SOLOdrive DALI dimming, dimming range
        100%-0.1% power, DALI controls by others
L2 = Lutron Tu-Wire 120V input, dimming range 100%-1%,
        compatible controls by others

Example
S404-M224-J-02-M-00-0-830-ZX

00 =  No options

0 = CSA certified for U.S.
J = CSA certified for Canada

827 = 2700K, 80+ CRI
830 = 3000K, 80+ CRI
835 = 3500K, 80+ CRI
840 = 4000K, 80+ CRI
740 = 4000K 70+ CRI

Color Temperature

Dimming9

8

Standard7

Option6

927 = 2700K, 90+ CRI
930 = 3000K, 90+ CRI
935 = 3500K, 90+ CRI
940 = 4000K, 90+ CRI

Serviceable light engineK
J Extruded asymmetric optic

Silicone door gasket (0P option)I

0S =  Sawthooth edge backsplash shield

Optical Assembly  1:8 Scale

Type:

4 Finish
02 = Semi-gloss white
06 = Dark bronze
07 = Silver
08 = Semi-gloss black
17 = Champagne
18 = Copper
99 = Custom RAL or computer matched color to be specified, 
        consult factory

0M =  For use in MRI suite (remote driver only)
AMR02050 = Accessory Magnetic Resonance imaging 
filter.
                       2 conductor up to 5 
amps, atenuation > 100dB 
                       (5MHz to 10GHz). 
Note: one filter required per remote driver – consult factory for 
number of drivers required per luminaire.

Accessories

3 Enclosure Style
C = Curved scoop J = Tapered front

     with round edges

Additional designs or custom designs available, consult factory

Enclosures  1:16 Scale

Style "C"

Style "J"

Style "D"

D = Wedge

Mounting Plate  1:8 Scale

L90(10k) > 60,000 hrs. @ 25°C per TM-21

A
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F

E

8 9/16"
 [217mm]

6 3/4"
[172mm]

8" (203mm)
12" (305mm)
20" (508mm)

3"
 [76mm]

6-1/4"
 [159mm]

13-11/16" (347mm)
17-15/16" (455mm)

26-1/2" (673mm)

G

H

I

H

L336 27" 8713 80W 336
M336 27" 16848 161W 336

150mA
300mA
150mA
300mA

54W

12
,0

00
 C

d 107W

161W

16-5/8" [423mm]

*3500K/80+CRI

L90(10k) > 60,000 hrs. @ 25°C per TM-21

Small & Large

http://www.thelightingquotient.com
http://www.thelightingquotient.com/files/ProductFiles/fraqpdf/ScaledPerfTableS403.pdf
http://www.thelightingquotient.com/files/ProductFiles/fraqpdf/ScaledPerfTableS403.pdf

